
Product Material:
Body: AISI 304/316 Stainless Steel 
Cover: AISI 304/316 Stainless Steel

Connection:
Threaded

Nominal Diameter:
DN15 – DN50

06.2018

GENERAL FEATURES

Ayvaz YS-800 Scraper Holders have a wide range of uses to filter foreign materials in pipelines. Ayvaz YS-800 is 
designed as a Y-Type strainer and it is an indispensable equipment for long life and healthy operation of many  
equipment in the system. This strainers are designed to be easy to clean and maintain without removing from the line.

Ayvaz YS-800 strainers' filter easy to clean by removing it from the strainer easily.

HOW TO CLEAN STRAINERS?

Ayvaz YS-800 strainer's dirt holder can be removed easily and it can clean easily. The tapes should be disasembled 
at certain periods and the dirty that accumulates in the strainer should be cleaned. This accumulation reduces the 
flow rate. Reduces water efficiency and leads to malfunction in products.

For example, depending on the pollution from your faucest, you should clean filters of faucets when water is not 
flow.

YS-800
STRAINERS

Applications:
- Water Lines
- Condensate Lines
- Compressed Air Lines
- Gas Lines
- Oil Lines
- Pump and Armature Inputs
- Hot and Cold Water Lines

 

Pressure:

Max. 40 bar

Temperature Range:
-25 ºC - 180 ºC



YS-800 STRAINERS

No Part Material

1 Body AISI 304/316

2 Filter SS 304/316
3 Gasket PTFE
4 Cover AISI 304/316

DN d L H SW K W Kg d1
DN15 15 64 45 26 12 2 0,2 1

DN20 20 80 52 32 13 2 0,32 1
DN25 25 90 68 40 16 2 0,56 1
DN32 32 106 70 48 19 2 0,73 1
DN40 38 119 80 55 18 2 1,04 1
DN50 50 140 98 68 22 2 1,63 1
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*All dimensions are " mm "

Flow Direction
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HEAD OFFICE - FACTORY
Atatürk Sanayi Bölgesi Hadımköy Mahallesi Mustafa İnan Caddesi No: 44 Arnavutköy - İSTANBUL
Tel: +90 212 771 01 45 (pbx)  |  Fax: +90 212 771 47 27
info@ayvaz.com  |  www.ayvaz.com

Ayvaz Gulf
Dubai/U.A.E
Tel: +971 563550822 

+971 501306871
mideast@ayvaz.com 

Ayvaz China 
Ningbo/China
Tel: +86 152 5830 7361 
msahin@ayvaz.com

Ayvaz Kazakhstan LLP 
Almaty/Kazakhstan
Tel: +7 (727) 327 97 57 
info_kz@ayvaz.com 

Ayvaz N
Isperih/Bulgaria
Tel: +359 8431 27 32 
o  ffi ce@ayvaz-n.eu

Ayvaz Serbia
Belgrade/Serbia
Tel: +381 61 658 70 52
yakbiyik@ayvaz.com

Ayvaz Vietnam
HCMC/Vietnam
ggursoy@ayvaz.com 
Tel: +84 89 8508345

Cona
Caserta/Italy
Tel: +39 0823 187 3988
rmolaro@ayvaz.com 

Ayvaz Germany
Viernheim/Germany
Tel: +49 62046014399
germany@ayvaz.com 

Ayvaz Ukraine
Kiev/Ukraine 
Tel: +380 44 390 57 57  
info@ayvaz.com.ua 

Tricorr
Warsaw/Poland
Tel: +48 530 030 810

 +48 533 603 335
tricorr@tricorr.eu

Ayvaz Azerbaijan 
Baku/Azerbaijan 
Tel: +99 (455) 579-84-32 
ahayatov@ayvaz.com

Ayvaz Egypt
Cairo/Egypt 
Tel: +20 122 819 78 29 
andrew.eid@ayvaz.com

Ayvaz Americas
Rhode Island/USA
Tel: +1 401 737 8380 
americas@ayvaz.com 




